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ud_Cylinder Eigenschaften

Name ud_Cylinder Nummer 2 Typ uDT Sprache
Nummerierung
Titel Autor Kommentar Familie
Version Anwenderdefi-
nierte ID
Name Datentyp Defaultwert Erreichbar  Schr Sichtbar Einstell- Uberwa- Kommentar
aus HMI/OPC eib- inHMI  \wert chung
UA/Web APl bar Engineer-
aus |ing
HMI/
OPC
UA/
Web
API
ID Int 0 True True True False
Release Bool false True True True False
ModeAuto Bool false True True True False
ModeManu Bool false True True True False
Acknowledge Bool false True True True False
AutoOpenReq Bool false True True True False
AutoCloseReq Bool false True True True False
ManuOpenReq Bool false True True True False
ManuCloseReq Bool false True True True False
Config_SensorlsOpen Bool false True True True False
DI_SensorlsOpen Bool false True True True False
Config_SensorlsClosed Bool false True True True False
DI_SensorlsClosed Bool false True True True False
ParamMaxDurationOpen- Dint 0 True True True False
ing_ms
ParamMaxDurationClosing_ms |DInt 0 True True True False
StatusOpen Bool false True True True False
StatusClosed Bool false True True True False
DO_ValveOpen Bool false True True True False
DO_ValveClose Bool false True True True False
LampOpen Bool false True True True False
LampClosed Bool false True True True False
ErrorOpening Bool false True True True False
ErrorClosing Bool false True True True False
DurationOpening_ms Dint 0 True True True False
DurationClosing_ms Dint 0 True True True False




